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 0

 0.05

 0.1

 0.15

 0.2

 0.25

 0.3

 0.35

 0.4

 0.45

 0.5

 10  40  70

theta_in

a1 roughness

 0

 0.1

 0.2

 0.3

 0.4

 0.5

 0.6

 0.7

 0.8

 0.9

 10  40  70

theta_in

a2 trans

 0

 0.1

 0.2

 0.3

 0.4

 0.5

 0.6

 0.7

 0.8

 10  40  70

theta_in

a3 tspec

 0.01

 0.1

 1

 10

 10  40  70

theta_in

chi-sq/n

 0.1

 1

 10

 10  40  70

theta_in

max/min factor



 0.001

 0.01

 0.1

 1

 10

 100 120 140 160 180 200 220 240 260

B
S
D

F

outgoing angle [deg]

model "ward_trans" , sample "L02-148" 

source: pab Ltd , www.pab.eu

incident angle (10,0)
model ward_trans

mid 3488



 0.001

 0.01

 0.1

 1

 10

 100 120 140 160 180 200 220 240 260

B
S
D

F

outgoing angle [deg]

model "ward_trans" , sample "L02-148" 

source: pab Ltd , www.pab.eu

incident angle (30,0)
model ward_trans

mid 3489



 0.001

 0.01

 0.1

 1

 10

 100 120 140 160 180 200 220 240 260

B
S
D

F

outgoing angle [deg]

model "ward_trans" , sample "L02-148" 

source: pab Ltd , www.pab.eu

incident angle (50,0)
model ward_trans

mid 3490



 0.001

 0.01

 0.1

 1

 10

 100 120 140 160 180 200 220 240 260

B
S
D

F

outgoing angle [deg]

model "ward_trans" , sample "L02-148" 

source: pab Ltd , www.pab.eu

incident angle (70,0)
model ward_trans

mid 3491


